
FIVC Butterfly Valve

Description			 
The FSV-FLA double flanged type is a one piece body 
design with flanges to suit all standards (DIN, ANSI, BS, 
etc.). It also provides dead-end services capability with 
down stream piping removed. Its robust design makes it 

suitable for any application that requires a double flanged 
valve. It is used in water treatment plants, pump stations, 
filtration systems, shipbuilding industry, etc.			
						    
			 
			 

Flanged type - PN 16 and 10 - PED 97/23/CE

Technical data
Main features and materials
• Body type:	 FLANGED
• Production Range:	 DN 150 - 1600
• Standard Design:	 EN 593
• Face to Face	 EN 558-1 Series 20 (DIN 3202 T3 K1)
		  ISO 5752 T5 short type
		  API 609, BS 5155 series 4-5 except DN 350
• Top Flange	 EN ISO 5211 / NFE 29-402
• Drilling Norm	 DIN PN 10/16, ANSI cl. 150
• Marking	 EN 19
• Hydraulic tests	 EN 12266 / ISO 5208
• Remarks	 Pressure equipment directive 97/23/CE
		  Optional : ATEX (II 2GD) 94 /9/CE
		   Vulcanized Seat 			 
Field of applications		
• Temperature range	 -40 ºC to 210 ºC material depends
• Standard Max. 	 DN 150 16 bar
• working pressure	 DN 200 - 1600 10 bar
		  Max. Pres. 16 bar, up to DN 1200
• Filtration
• Water treatment
• Water distribution
• Cooling systems
• Shipbuilding	

FSV-FLA series
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FIVC Butterfly Valve Flanged type - PN 16 and 10 - PED 97/23/CE

DN GENERAL DIMENSIONS* TOP FLANGE*

mm Inch. A B C D E F G H Kg ISO Q R S T

150 6" 193 143 56 285 33 14 90 369 11,00 F-07 70 4x9

200 8" 225 172,5 60 345 33 17 90 430,5 18,40 F-07 70 4x9

250 10" 282,5 210 68 406 23 22 130 515,5 30,80 F-10 102 4x12 3 70

300 12" 308 240 78 480 23 22 130 571 45,40 F-10 102 4x12 3 70

350 14" 338,5 268 78 535 31 22 160 637,5 54,40 F-10 102 4x12 3 70

400 16" 380 308 102 597 31 27 160 719 79,20 F-12 125 4x14 4 85

450 18" 380,5 340 114 640 38 36 190 758,5 106,90 F-14 140 4x18 4 100

500 20" 432,5 380 127 700 38 36 210 850,5 134,50 F-14 140 4x18 4 100

600 24" 494 440 154 834 80 60 210 1014 223,90 F-16 165 4x22 5 130

700 28" 590 490 165 910 106 65 300 1186 278,40 F-25 254 8x18 5 200

750 30" 590 530 190 995 106 80 300 1226 373,50 F-25 254 8x18 5 200

800 32" 630 565 190 1060 106 80 300 1301 412,50 F-25 254 8x18 5 200

900 36" 695 610 203 1170 110 80 350 1415 528,00 F-25 254 8x18 5 200

1000 40" 770 675 216 1290 110 80 350 1555 704,70 F-25 254 8x18 5 200

1100 44" 815 733 216 1405 110 80 350 1658 877,10 F-25 254 8x18 5 200

1200 48" 875 818 254 1485 110 100 350 1803 1094,00 F-30 298 8x23 5 230

1400 56" 1000 969 280 1735 120 120 350 2089 1656,00 F-30 298 8x23 5 230

1500 60" 1075 1050 318 1855 160 130 475 2285 2009,00 F-40 406 8x39 8 300

1600 64" 1115 1090 318 1930 160 130 475 2365 2132,00 F-40 406 8x39 8 300

*Information is based on a standard version (ductile iron body and disc)
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